How to connect and setup network??

Devices

Monitor

Network Setup

Router

OT / TC DVR
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LAN port is at the back of DVR. Please connect

RJ45 cable from LAN port to router.



Connect Monitor to DVR

Monitor

DVR support 2 display interface below:
(BNC or VGA)

Step 1:
Main Menu Right click USB mouse button to bring OSD
' menu and click “Main Menu” icon.
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Step 2:
Select “Network”

Step 3a:
Set Network Type.

If your DVR is connect to router, please
select “DHCP” and click “Apply”.

Step 3b:

If your network type is Static IP, ISP or network
admin will provide you IP address, subnet
mask, gateway and DNS info. You can enter the
IP address, subnet mask, gateway and DNS inf
to DVR.

Step 3c:

If you use PPPOE to connect to internet, please
select network type to PPPoE, and enter the
username, password and DNS ISP provide you

After DVR reboot, IP address will show in
status when DVR connect to interent



NETWORK SETUP Step 4
DHCP . .
00000 DVR will show message “Save Finished!”.
Click “OK” to continue
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NETWORK SETUP Step 5:

Tvpe DHCP : lick “Exit”
Media Port 08000 Click "Exit
WEB Port 00080

IF Add. 182. 168

UPNP Server Enable

DDNS Setup Default Apply Exit

MAIN MENU Step 6:
E" Click “System”
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DEV | CE
Step 7:

Click “Maintain”

TIME/DATE

¥ % [

LANGUAGE INFORMAT | ON MAINTAIN




SYSTEM MAINTAIN Step 8:

Auto Maintain Disables Click “Reboot
Update Load Default Reboot
Power Off
Default Apply Exit
SYSTEM MAINTAIN Step 9:

Auto Maintain Disable

DVR will display warning message “Are you
sure to restart machine?”
Click “OK” to continue

Default Apply Exit
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NETWORK SETUP Step 10:
DHCP After DVR boot, please follow step 1~step2

Media Port (08000 again, to check the IP address of DVR.
WEB Port 00080

IP Add. 182

NetMast <15

Gateway 92. 168 For example: In this picture the DVR have IP

address 192.168.001.100

UPNP Servear Enable

DDNS Setup Befadlt Aooiv Exit Note: If DVR display IP address
192.168.001.001, when you use PC, smartphor
or tablet to connect to DVR, you just input IP
address 192.168.1.1, you don’t need to enter
192.168.001.001.
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Step 11:
Open you PC’s IE browser and enter DVR’s IP
address to connect.

If this is the first time your PC connects to
DVR, it will need to install add-on. Select
“Install This Add-on for All Users on This
Computer”

Step 12:
Click “Install” to install add-on

Step 13:

After install add-on completed, you will see the
login page. User your DVR local user/pass to
login.
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PLAY CoNTROL After login successfully, you can see the
LN  camera video
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