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User can apply free account for KGuard.org 

DDNS service 

 

Step 1: 

User can use PC or notebook and open web 

browser to connect to website http://kguard.org 

Step 2: 

User need info to register account and click 

“Submit” button 

 

For example: 

E-mail address: support@kguard.com.tw 

Password: XXXXXX 

Password confirm: XXXXXX 

First name: kguard 

Last name: support 

Security question: My first phone number 

Answer:XXXXXX 

CAPTCHA: 336564 



 

 

 

 

 
 

 
 

Step 3: 

Input any hostname you want to apply and click 

“Request Domain” 

 

In this picture example we apply new hostname 

“kg.kguard.org” 

Step 4: 

If apply success, it will display the hostname. 

 

In this picture example we apply new hostname 

“kg.kguard.org” successfully. 

 

Step 5: 

Right click USB mouse button to bring OSD 

menu and click “Main Menu” icon. 

Step 6: 

Select “Network” 



 
 

 
 

 

 
 

Step 8: 

(1) Set DDNS service to “Enable” 

(2) Set Server to “KGUARD.ORG” 

 

Hostname: the hostname you apply in Step 3 

Username: the e-mail you apply in Step 2 

Password: the password you apply in Step 2 

Click “Apply” when finished 

 

Step 9: 

Click “Test” to test DDNS function. 

If all DDNS setting is correct, DVR will 

display message “Test DDNS successfully!” 

 

 

Note: DVR must be connected to internet to 

test DDNS function. 

Step 7: 

Select “DDNS setup” 



 
 

 

 

 

 

Step 10: 

Click “Exit” to return to Main Menu 

 

Note: User can follow step 5~ step 7 to 

check DDNS message. If DDNS 

update success, it will display message 

“Updated successfully!”. 

Step 11: 

User can use web browser and login 

http://kguard.org to check.  

 

User can see the Last Update time and User’s 

internet connection real IP address info. 


